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Centrifugal Pumps 
 
Item No. Asset No.  Specifications Picture 

 
1 

 
HV03 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

Rigsafe Centrifugal  
3400mm x 1500mm x 1800mm / 4000 kg   
Iveco / 5 stg Sterling 
3.5M³ @ bar / 0.7M³ @ 25bar 
Rigsafe BS7072 
 

 

 

 
2 

 
WP04 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

Rigsafe Centrifugal 
3550mm x 1950mm x 1230mm / 4000 kg   
Volvo TD121G/BM06J SPP 2 stg Pump 
1000 gpm @ 15 bar  
Rigsafe, BS7072 
 

 

 

 
3 
 

 
WP06 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

 

Zone 2 Centrifugal  
4500mm x 2135mm x 2050mm / 8.7 Tons 
Detroit 8VA71 / Weir 5 Stage Spiroglide 
29 BAR / 5.85 m³/min  
OCMA MEC-1, ZONE II, DNV 2.7-1 
 

 

 
 
4 
 
 

 
WP11 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Rigsafe Centrifugal 
3505mm x 1727mm x 2311mm / 6000 kg  
Detroit 8VA71.N / SPP 2 Stg Centrifugal 
1300igpm (350M³hr) @ 1760 RPM 
Rigsafe, BS7072 
 

 

 

 
5 
 
 

 
WP11 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Rigsafe Centrifugal 
3505mm x 1727mm x 2311mm / 6000 kg  
Detroit 8VA71.N / 5 Stg Sterling 
3.5M³ @ 10 bar / 0.7M³ @ 25 bar 
Rigsafe, BS7072 
 

 

 

 
6 
 
 

 
WP11 

 
Dimensions 
Engine/Pump 
 
Max Duty 
Certification 
 

Rigsafe Centrifugal 
3505mm x 1727mm x 2311mm / 6000 kg  
Detroit 8VA71.N / Ingersol Dresser 
Single Stage, in stainless steel 
291M/hr, 77.6 head 
Rigsafe, BS7072 
 

 

 

 
7 

 
WP12 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Centrifugal 
3670mm x 1700mm x 1540mm  / 3500kgs 
Iveco 7675 / Series 250 4x3x13 
9 Bar / 3.15 m³/min 
OCMA MEC1 Zone 2 , SI1998 No 2307 
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Centrifugal Pumps 
 
 
Item No. Asset No.  Specifications Picture 
 

8 
 

WP14 
 
Dimensions 
Engine/Pump 
Max Duty 
 

Zone II Centrifugal 
2700mm x 1800mm x 1600mm / 2800 kg 
Ford 2725 / 4”x3” single phase 
10 Bar @ 2200rpm 

 

 
 

9 
 

WP19 
 
Dimensions 
Engine/Pump 
Max Duty 
 

Electric pump 
750mm x 240mm x 340mm H / 30 kg 
240v single phase / Jet 251 
6 Bar / 120 lpm 

 

 

 
10 

 
WP20 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 1 Centrifugal 
1980mm x 1200mm x  1100mm  / 1800Kg 
3 Phase 52kw Electric/Series 250 4x3x8.5 
400gpm @ 8 bar 
Zone 1, BS7072 
 

 

 
 

11 
 

WP21 
 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 1 Centrifugal 
1900mm x 1500mm x  1100mm  / 1800Kg 
3 Phase 52kw Electric/Series 250 4x3x8.5 
400gpm @ 8 bar 
Zone 1, BS7072 

 

 

 
12 

 
WP22 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Rigsafe Centrifugal 
3800mm x 2400mm x 1870mm / 6000Kg 
Scania DS11 / 2stg Split Case Centrifugal 
18 Bar / 4.5  m³/min  
Rigsafe / BS7072 

 

 

 
13 

 
WP23 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

Rigsafe Centrifugal 
6096mm x 2930mm x 2530mm / 14654Kg 
Caterpillar 3412/Hydrostream BSO8C 
19 Bar @ 2000 rpm 
BS EN 12079:1999, DNV 2.7-1 
 

 

 

 
14 

 
WP24 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 
 

Rigsafe Centrifugal 
6096mm x 2930mm x 2530mm/ 14500Kg 
Caterpillar 3412/RKB 200/37 5 Stage 
8.1 m³/min @ 16 Bar 
3.78 m³/min@ 40 Bar 
BS EN 12079:1999, Rigsafe DNV 2.7-1 
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Centrifugal Pumps 
 
 
Item No. Asset No.  Specifications Picture 

 
15 

 
WP27 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Centrifugal 
6100mm x 2750mm x 2440mm /14,654Kg 
Detroit 8V71 / 5 stg Sterling 
3.5M³@ 10 BAR / 0.7M³@ 25 BAR 
Zone 2 DNV 2.7-1 
 

 

 

 
16 

 
WP31 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 
 

Rigsafe Centrifugal 
6096mm x 2930mm x 2530mm /14,500kg  
Perkins Dorman V12/Hidrotecar ZM11 
14 Bar / 1200 m³/hr 
BS EN 12079:1999 Rigsafe DNV 2.7-1 

 

 

 
17 

 
WP40 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 
 

Zone 2 Centrifugal 
2700mm x 1310mm x 1680mm /2,500kg  
Zone 2 Ford 2725/4”x3” single stage 
8 Bar / 800 gpm 
OMCA MEC I, ZONE II, BS7072 

 

 

 
18 

 
WP41 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 
 

Hydraulic Centrifugal 
1500mm x 800mm x 1000mm /700kg  
Hydraulic / 4” x 3” x 11” single stage 
14 Bar / 1200 m³/hr 
SI 1998 No 2307 BS7072 

 

 

 
19 

 
WP42 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 
 

Hydraulic Centrifugal 
1500mm x 800mm x 1000mm /700kg  
Hydraulic / 4” x 3” x 11” single stage 
14 Bar / 1200 m³/hr 
SI 1998 No 2307 BS7072 

 

 

 
20 

 
KSB 

 
Dimensions 
 
Engine/Pump 
Max flow/Pre 

KSB Electric Submersible Pump 
H 710mm Min Dia435mm Max Dia 
750mm /200kg  
KSB Non Flameproof / Type E 
889gpm @1.55BAR / 222gpm@2.58BAR 

 
 

21 
 

AS01 
 
Dimensions 
Air Motor  
Max Flow 
Max Head 

Air Powered Submersible Pump 
H 575mm x Dia 350mm x 26.5kg 
4 Vane   
300gpm @ 0.3BAR 
19.8 metres @ 20 gpm 
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Positive Displacement Pumps 
 

Item No. Asset No.  Specifications Picture 
 

22 
 

WP02 
 

Dimensions 
Engine/Pump 
Max Duty 
Certification 

Rigsafe Jetting Pump 
3500mm x 2450mm x 1750mm / 5000 kg   
Rolls Royce C6NFL / Hughes Jetin 2000 
103 lpm @ 572 bar  
Rigsafe, BS7072 
 

 

 

 
23 

 
WP12 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 

 

Zone 2 Jetting Pump 
3670mm x 1700mm x 1540mm/3500 Kgs 
Iveco 7675 / Neolith NP80 
40.5 lpm @ 930 bar 
81 lpm @ 465 bar 
OMCA MEC I, ZONE II, BS7072 

 

 

 
24 

 
WP12 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

 

Zone 2 Jetting Pump 
3670mm x 1700mm x 1540mm/3500 Kgs 
Ford 2726T / FMC L1122D 
0-75gpm @ 1000psi @ 1275 RPM 
OMCA MEC I, ZONE II, BS7072 

 

 

 
25 

 
WP12 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 

 

Zone 2 Jetting Pump 
3670mm x 1700mm x 1540mm/3500 Kgs 
Ford 2726T / Hughes Jetin 2000 
3 x 35mm build = 23gpm @ 8,000 psi  
3 x 30mm build =17gpm @ 10,000psi 
OMCA MEC I, ZONE II, BS7072 

 

 

 
26 

 
WP14 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 
 

Zone 2 Jetting Pump 
2700mm x 1800mm x 1600mm / 2800kg 
Ford 2725 / Neolith  NP80 
3 x 35mm build = 40.5 lpm @ 930 bar 
3 x 25mm build = 81 lpm @ 465 bar  
OMCA MEC I  ZONE II, BS7072 
 

 

 

 
27 
 
 
 

 

 
WP15 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
6100mm x 2860mm x 2430mm/13,500kg 
Detroit 12V71 / Halliburton HT400 4 ½” 
690 bar / 1.5 m³/min  
OCMA MEC I ZONE II, DNV 2.7-1 
 

 

 

 
28 

 
WP16 

 
Dimensions 
Engine/Pump 
Max Duty 
 
 
Certification 

Zone 2 Fluid Pump 
3300mm x 1800mm x 1200mm / 3,000kg 
Iveco 7675si / Neolith NP160 
5 x 25mm build 270 lpm  @ 210 bar 
5 x 45mm build 202 lpm  @ 265 bar 
5 x 50mm build 67.5 lpm @ 827 bar  
OMCA MEC I ZONE II, BS7072 

 

 



  

�
 

Buchan Technical Services Limited, 
Unit 7, Fisher Offshore Base, North Meadows, 
Oldmeldrum, Aberdeenshire. Scotland. AB51 0GQ 
Tel: +44 (0) 1651 871450  Fax: +44 (0) 1651 871459 
info@buchantechnical.co.uk   www.buchantechnical.co.uk    
Registered in Scotland No. 177590- Registered Office North Meadows, Oldmeldrum, Aberdeenshire. AB51 0GQ 
Member of James Fisher and Sons plc 

Positive Displacement Pumps 
 
Item No Asset   Specifications Picture 
 

29 
 

WP16 
 

Dimensions 
Engine/Pump 
Max Duty 
 
 
Certification 

Zone 2 Fluid Pump 
3300mm x 1800mm x 1200mm / 3,000kg 
Ford 2725 / Neolith NP80 
3 x 25mm build 40 lpm  @ 931 bar 
3 x 30mm build 58 lpm  @ 655 bar 
3 x 35mm build 81 lpm  @ 465 bar  
OMCA MEC I ZONE II, BS7072 
 

 

 
 
 

 
30 

 
WP17 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
3300mm x 1800mm x 1200mm / 3,000kg 
Ford 2725 / Neolith NP160 
0-60gpm @ 2050 psi 
OMCA MEC I ZONE II, BS7072 

 

 
 

 
31 

 
WP17 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
3300mm x 1800mm x 1200mm / 3,000kg 
Ford 2725 / FMC L1122D 
0-75gpm @ 1,000 psi @ 1275 RPM 
OMCA MEC I ZONE II, BS7072 

 

 
 

 
32 

 
WP22 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 
 

Rigsafe Jetting Pump 
3800mm x 2400mm x 1870mm / 6000Kg 
Scania DS11 / Hughes Jetin 2000 
3 x 35mm build 23 gpm @ 8,300 psi 
3 x 45mm build 37½ gpm @ 5,000 psi 
Rigsafe / BS7072 

 

 

 
33 

 
WP27 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
6100mm x 2750mm x 2440mm /14,654Kg 
Detroit 8V71 / Halliburton HT400 3 3/8” 
190gpm @ 10,000psi 
Zone 2 DNV 2.7-1 
 

 

 

 
34 

 
WP28 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
6100mm x 2860mm x 2430mm / 15000Kg 
Detroit 8V92 / Halliburton HT400 4 ½” 
690 bar / 1.5m³/min 
OMCA MEC 1 ZONE II, DNV 2.7-1 
 

 

 

 
35 

 
WP29 

 
Dimensions 
Engine/Pump 
Max Duty 
 
 
Certification 
 

Zone 2 Jetting Pump 
2724mm x 1760mm x 1720mm / 3000Kg 
Iveco 7675si / Neolith NP80 
3 x 25mm 13500 psi @   9 gpm 
3 x 30mm   9500 psi @ 13 gpm 
3 x 35mm   6750 psi @ 18 gpm 
OMCA MEC I  ZONE II, DNV 2.7-1 
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Positive Displacement Pumps 
 

Item No Asset   Specifications Picture 
 

36 
 

WP29 
 

Dimensions 
Engine/Pump 
Max Duty 
 
 
Certification 
 

Zone 2 Jetting Pump 
2724mm x 1760mm x 1720mm / 3000Kg 
Iveco 7675si / Neolith NP160 
5 x 35mm 12,000 psi @ 15 gpm 
5 x 45mm   3,850 psi @ 48 gpm 
5 x 50mm   3,050 psi @ 60 gpm 
OMCA MEC I  ZONE II, DNV 2.7-1 

 

 

 
37 

 
WP30 

 
Dimensions 
Engine/Pump 
Max Duty 
 
 
Certification 
 

Zone 2 Jetting Pump 
2724mm x 1760mm x 1720mm / 4000Kg 
Iveco 7675si / Neolith NP160 
5 x 35mm 12,000 psi @ 15 gpm 
5 x 45mm   3,850 psi @ 48 gpm 
5 x 50mm   3,050 psi @ 60 gpm 
OMCA MEC I  ZONE II, DNV 2.7-1 

 

 

 
38 
 
 
 

 

 
WP32 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
6100mm x 2860mm x 2430mm/13,500kg 
Detroit 12V71 / Halliburton HT400 4 ½” 
690 bar / 1.5 m³/min  
OCMA MEC I ZONE II, DNV 2.7-1 
 

 

 

 
39 
 
 
 

 

 
WP32 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Fluid Pump 
6100mm x 2860mm x 2430mm/13,500kg 
Detroit 12V71 / Halliburton HT400 6” 
2.79M³ @ 430 BAR 
OCMA MEC I ZONE II, DNV 2.7-1 
 

 

 

 
40 

 
WP33 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Rigsafe Fluid Pump 
6150mm x 2500mm x 2500mm / 14500Kg 
Detroit 8V92T / Halliburton HT400 4 ½”  
690 bar / 1.5m³/min 
Rigsafe, BS7072 

 

 

 

 
41 

 
WP33 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Rigsafe Fluid Pump 
6150mm x 2500mm x 2500mm / 14500Kg 
Detroit 8V92T / Halliburton HT400 6” 
2.79M³ @ 430 BAR 
Rigsafe, BS7072 

 

 

 

 
42 

 
WP36 

 
Dimensions 
Engine/Pump 
Max Duty 
 
Certification 

 

Rigsafe Jetting Pump 
4500mm x 2135mm x 2050mm /7.500Kg  
Detroit 6V71/Hughes Jetin 2000 
3 x 35mm 23 gpm @ 8,300psi 
3 x 45mm 37.5 gpm @ 5,000 psi  
Rigsafe, BS 7072 
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Hydraulic Power Packs  
 
 
Item No. Asset No.  Specifications Picture 

 
43 

 
HPP01 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

Safe Area Hydraulic Power Pack 
2232mm x 1240mm x 1690mm H /2000kg 
Perkins 4 Cylinder / Voac F11 – 39 
76 lpm @ 275 bar 
Safe area use only / BS7072 
 

 

 
 

 
44 

 
HPP25 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Hydraulic Power Pack 
2410mm x 2070mm x 1700mm / 3000Kg 
Detroit 4-71 / Open Loop Pressure Comp 
240 lpm / 344 bar / 95 hhp 
OCMA MEC1 Zone 2, BS7072 
 
 

 

 
 

 
45 
 

 
HPP26 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 

Zone 2 Hydraulic Power Pack 
2410mm x 2070mm x 1700mm / 3000Kg 
Detroit 4-71 / Open Loop Pressure Comp 
240 lpm / 344 bar / 95 hhp 
OCMA MEC1 Zone 2, BS7072 

 

 

 
46 

 
HPP38 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Hydraulic Power Pack 
1800mm x 2650mm x 1050mm / 2400Kg 
Iveco 7450i/Denison T6 B38 
110 lpm @ 207 bar  
OCMA MEC1 Zone 2, BS7072 

 

 
 

 
47 
 

 
HPP39 

 
Dimensions 
Engine/Pump 
Max Duty 
Certification 
 

Zone 2 Hydraulic Power Pack 
1800mm x 2650mm x 1050mm / 2400Kg 
Iveco 7450i/Denison T6 B38 
110 lpm @ 207 bar 
OCMA MEC1 Zone 2, BS7072 
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Break Tank Containers 

 
Item No. Asset No.  Specifications Picture 

 
48 

 
BTC01 

 
Dimensions 
Inlets 
Outlets 
Capacity 
Certification 

 
3930mm x 2660mm x 1640mm 2500kg 
2 x 8” 
6” , 8” & 10” 
15.75 M³ Open top break tank 
BS7072 
 

 
 

 

 
49 

 
BTC02 

 
Dimensions 
Inlets 
Outlets 
Capacity 
Certification 

 

 
9500mm x 2600mm x 3400mm x 10000kg 
2 x 4” 206 & 2 x 2” Firehose 
2 x 12” class 150 & 2 x 4” 206 
35 M³  
BS7072 

 
 

 
 

 
50 

 
BTC03 

 
Dimensions 
Inlets 
Outlets 
Capacity 
Certification 
 

 
4500mm x 1950mm x 2800mm / 3000 kg 
2 x 4” 206 Thread 
1 x 6” 150 or 2 x 4” 206 Wing 
8 M³ 
BS7072  (two point lift only) 

 

 

 
51 

 
BTC04 

 
Dimensions 
Inlet 
Outlet 
Capacity 
Certification 

 

 
2500mm x 1250mm x 1220mm 
6” 150 
6” 150 
3.8 M³ 
No lifting facility 

 

 

 
52 

 
BTC05 

 
Dimensions 
Inlet 
Outlet 
Capacity 
Certification 

 

 
3200mm x 1600mm x 2320mm 
4” 150 
4” 150 
980 imp gals 
No lifting facility 

 

 

 
53 

 
BTC06 

 
Dimensions 
Inlet 
Outlet 
Capacity 
Certification 

 

 
6095mm x 2438mm x 1560mm 
N/A 
6”,  8” and 10” 
4,100 imp gals 
BS7072 
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Hoses 
 

Item No. Asset No.  Specifications Picture 
 

54 
 

6 Core 
Subsea 

Umbilical 

 
Length 
2 x ¼” JIC 
4 x ¼” JIC 
Min Bend 
Radius 
Umbilical dia. 
 

 
220 Meters 
10,000 psi working pressure 
5,800 psi working pressure 
300mm (Static) 
 450mm (Dynamic) 
ø 49.7 mm 

 

 

 
55 

 
30 Core 
Subsea  

Umbilical 

 
Length 
28 x ¼” JIC 
1 x 11/4” JIC 
Umbilical dia 

 
190 Meters 
10,000 psi working pressure 
3,000 psi working pressure 
ø 115 mm 

 

 
 

 
56 

 
6” x 40 bar  
Fuel &  Oil 

hose 

 
Part No. 
ID 
OD 
WP 
Min Burst  
MBR 
Weight 

 
D040H-096 
152mm / 6” 
195 mm 
40 Bar / 600 psi 
155 Bar / 2250 psi 
912 mm 
16 Kg/M (10m lengths) 
Fits onto powered reel HR29 

 
 

 
 

 
57 

 
Jetting  
Hose 

 

 
Length 
Diameter 
WP 

 
20 Meters 
½” goldenplus BSP 
15,000 psi 
 

 

 

 
58 

 
2” 1502 R13 

Hose 

 
Length 
Diameter 
WP 

 
300 Meters 
2” 
5000 psi 
 

 

     
 

59 
 

2” 80 BAR R2T 
Hose 

 
Length 
Diameter 
WP 

 
500 Meters 
2” 
80  Bar 
 

 

 
 

60 
 

¼” 5000psi Hose 
 
Length 
Diameter 
WP 

 
400 Meters 
¼” 
5000 psi 
 

 

 

 
 

61 
 

¼” 10,000psi 
Hose 

 
Length 
Diameter 
WP 

 
120 Meters 
¼” 
10,000 psi 
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Hose Reels 
 
 

Item 
No. 

Asset 
No. 

 Specifications Picture 

 
62 
 

 
HR01 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

1” Air Powered Reel 
 2100mm x 1700mm x 2050mm 
900mm / 1700mm / 1000mm 
1.5 Tonnes 
1000 kg / 2500 kg 
150 cfm @ 7 bar 
BS7072 
 

 

 
 

 
63 

 
 
 

 
HR03 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

1” Air Powered Reel 
 1790mm x 1380mm x 2090mm 
860mm / 1447mm / 990mm 
1.3 Tonnes 
1000 kg / 3000 kg 
150 cfm @ 7 bar 
BS7072 

 

 

 
64 

 
HR06 

 
 
 
 

 
 Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

1” Air Powered Reel 
 1540mm x 1780mm x 1740mm 
860mm / 1447mm / 990mm 
1.3 Tonnes 
1000 kg / 3000 kg 
150 cfm @ 7 bar 
BS7072 
 

 

 

 
65 

 
HR07 

 
 
 
 
 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

1” Air Powered Reel 
 2000mm x 1450mm x 1850mm 
860mm / 1447mm / 990mm 
1.3 Tonnes 
1000 kg / 3000 kg 
150 cfm @ 7 bar 
BS7072 

 

 

 
66 

 
HR09 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

2” Air Powered Reel 
2235mm x 2235mm x 2235mm 
1150mm / 1837mm / 1980mm 
3500 kgs 
3000 kg / 6000 kg 
310 cfm @ 7 bar 
BS7072 
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Item 
No. 

Asset 
No. 

 Specifications Picture 

 
67 

 
HR10 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification 

2” Air Powered Reel 
2080mm x 1930mm x 2200mm 
560mm / 1650mm / 1490mm 
1700 kgs 
1250kg / 4250 kg 
152 cfm @ 7 bar 
BS7072 
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HR11 

 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification 

4” Air Powered Reel 
3200mm x 2750mm x 2950mm 
1300mm x 2300mm x 2300mm 
4000 kgs 
3000 kg / 10,000 kgs 
300 cfm @ 8 bar 
BS7072 
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HR12 

 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 

Certification  

4” Air Powered Reel 
2410mm x 2720mm x 2950mm 
1330mm x 2570mm x 2020mm 
4000 kgs 
3000 kgs / 10,000 kgs 
310 cfm @ 8.5 bar 
BS7072 
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HR14 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

4” Air Powered Reel 
2700mm x 2360mm x 2950mm 
1530mm x 2680mm x 1980mm 
3200 kgs 
4,000 kgs / 10,000 kgs 
310 cfm @ 8.5 bar 
BS7072 
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HR15 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

4” Air Powered Reel 
3280mm x 2845mm x 3047mm 
1600mm x 2745mm x 2285mm 
5000 kgs 
6400 kgs / 13,000 kgs 
400 cfm @ 8 bar 
DNV 2.7-1 
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HR18 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
2000mm x 1500mm x 2000mm 
1000mm x 1500mm x 1000mm 
1500 kgs 
800 kgs / 4500 kgs 
150 cfm @ 7 bar 
DNV 2.7-1 
 

 

 
 

 
73 
 

 
HR20 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
1880mm x 1650mm x 1630mm 
760mm x 1300mm x 1480mm 
480 kgs 
1100 kgs / 3000 kgs 
152 cfm @ 7 bar 
BS7072 
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HR21 

 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
1880mm x 1650mm x 1630mm 
760mm x 1300mm x 1480mm 
920 kgs 
1100 kgs / 3000 kgs 
152 cfm @ 7 bar 
BS7072 
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HR22 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

 
 

1” Air Powered Reel 
1650mm x 1880mm x 1630mm 
760mm x 1300mm x 1480mm 
800 kgs 
1100 kgs / 3000 kgs 
152 cfm @ 7 bar 
BS7072 
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HR23 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel  
1880mm x 1650mm x 1630mm 
760mm x 1300mm x 1480mm 
630 kgs 
1100 kgs / 3000 kgs 
152 cfm @ 7 bar 
BS7072 
 
 
 

 

 

 
 
 
 
 



  

�
 

Buchan Technical Services Limited, 
Unit 7, Fisher Offshore Base, North Meadows, 
Oldmeldrum, Aberdeenshire. Scotland. AB51 0GQ 
Tel: +44 (0) 1651 871450  Fax: +44 (0) 1651 871459 
info@buchantechnical.co.uk   www.buchantechnical.co.uk    
Registered in Scotland No. 177590- Registered Office North Meadows, Oldmeldrum, Aberdeenshire. AB51 0GQ 
Member of James Fisher and Sons plc 

Item 
No. 

Asset 
No. 

 Specifications Picture 
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HR24 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
1880mm x 1650mm x 1630mm 
760mm x 1300mm x 1480mm 
800 kgs 
1100 kgs / 3000 kgs 
150 cfm @ 7 bar 
BS7072 
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HR25 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Oil Consumption 
Certification 

2” Air Powered Reel 
2975mm x 2010mm x 2450mm 
900mm x 1700mm x 1520mm 
3500 kgs 
3000 kgs / 10,000 kgs 
80 lpm @ 206 bar 
BS7072 
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HR26 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2330mm x 2500mm x 2150 mm 
1200mm x 2050mm x 1580mm 
2500 kgs 
2000 kgs / 6000 kgs 
300 cfm @ 8 bar 
BS7072 
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HR27 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

4” Air Powered Reel 
3280mm x 2850mm x 3050mm 
1600mm x 2745mm x 2285mm 
5000 kgs 
6400 kgs / 14,000 kgs 
400 cfm @ 8 bar 
DNV 2.7-1 

 
 
 
 
 
 

 
81 
 
 
 
 

 
HR28 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

4” Air Powered Reel 
3280mm x 2850mm x 3050mm 
1600mm x 2745mm x 2285mm 
5000 kgs 
6400 kgs / 14,000 kgs 
400 cfm @ 8 bar 
DNV 2.7-1 
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HR29 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

6” Air Powered Reel 
3500mm x 3000 mm x 3800 mm 
2000mm x 3200mm x 1800mm 
3500 kgs 
6000 kgs / 16,000 kgs 
600 cfm @ 8 bar 
BS7072 
 

C/w spreader beam.  Step frame 
transport required. 
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HR31 

 
Dimensions         
Horsepower     
Line Pull           
Weight 
Storage Cap. 
 

 
¼” manual reel 
N/A 
N/A 
20 Kg 
200m of ¼” Hose 
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HR32 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2”  Air Powered Reel 
1730mm x 2011mm x 2000mm 
910mm x 1620mm x 810mm 
3000 kgs 
2400 kgs / 4000 kgs 
200 cfm @ 7 bar 
BS7072 
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HR33 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2260mm x 2220mm x 2170mm 
1000mm x 2000mm x 1500mm 
3000 kgs 
3000 kgs / 6000 kgs 
310 cfm @ 8 bar 
BS7072 
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HR34 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

4” Air Powered Reel 
4150mm x 2940mm x 3040mm 
1000mm x 2600mm x 3000mm 
3000 kgs 
8500 kgs / 21000 kgs 
350 cfm @ 8 bar 
BS7072 
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HR36 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2270mm x 2420mm x 2410mm 
1200mm x 2050mm x 1580mm 
3000 kgs 
3000 kgs / 7000 kgs 
350 cfm @ 8 bar 
BS7072 
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HR37 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2290mm x 2430mm x 2410mm 
1200mm x 2050mm x 1500mm 
3000 kgs 
3000 kgs / 7000 kgs 
310 cfm @ 8 bar 
BS7072 
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HR38 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
1830mm x 1930mm x 1840mm 
  800mm x 1400mm x 1270mm 
1500 kgs 
1600 kgs / 4000 kgs 
200 cfm @ 8 bar 
BS7072 
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HR39 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

1” Air Powered Reel 
1680mm x 1820mm x 1850mm 
  600mm x 1500mm x 1250mm 
1200 kgs 
1500 kgs / 4000 kgs 
300 cfm @ 8 bar 
BS7072 
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HR40 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2330mm x 1960mm x 2560mm 
1000mm x 1800mm x 1030mm 
2500 kgs 
2500 kgs / 6700 kgs 
300 cfm @ 8 bar 
BS7072 
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HR41 

 
Frame Dimensions      
Core / flange /Length   :
Line Pull         

Tare/ Gross 
Air Consumption 
Certification 

2” Air Powered Reel 
2260mm x 1850mm x 2300mm 
1000mm x 1800mm x 1030mm 
2800 kgs 
2500 kgs / 6700 kgs 
350 cfm @ 8 bar 
BS7072 
 

 

 
 



  

�
 

Buchan Technical Services Limited, 
Unit 7, Fisher Offshore Base, North Meadows, 
Oldmeldrum, Aberdeenshire. Scotland. AB51 0GQ 
Tel: +44 (0) 1651 871450  Fax: +44 (0) 1651 871459 
info@buchantechnical.co.uk   www.buchantechnical.co.uk    
Registered in Scotland No. 177590- Registered Office North Meadows, Oldmeldrum, Aberdeenshire. AB51 0GQ 
Member of James Fisher and Sons plc 

 

Other Equipment 
 
Item No. Asset No.  Specifications Picture 
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BTS1252 

 

 
Dimensions 
MBR 
Tare/Gross 
Suspended weight 
Certification  

Overboard Sheave 
2000mm x 750mm x 1000m  
850mm 
500kg 
6,000kg 
Slings Assembly to BS1290 
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SP01 

 

 
Dimensions 
Tare 
Air Consumption 
Drum Diameter 
Drum Width  

Drum Spooler 
3400mm x 2000mm x 2400m  
2000kg 
350cfm @ 8 BAR 
3400mm 
1840mm 
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FM01 
 
Dimensions 
Connections 
Max Flow 
Pressure 

Flow Meters 
150mm 
6” 150 
500/M³ / hr 
20 Bar 
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FM02 

 
Dimensions 
Connections 
Max Flow 
Pressure 

 
200mm 
8” 150 
500M³ / hr  
20 Bar              
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FM04 

 
Dimensions 
Connections 
Max Flow 
Pressure 

 
100mm 
4” 150  
300M³ / hr 
20 Bar 
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JG01 
Jetting Equipment 
Diver/ROV Operated High 
Pressure Water Jetting Spread 
 

  

                                                                       
   

 
 

 


