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1. Retrievable Bridge Plug 
2. Setting Adaptor
3. Setting tool
4. Pulling Adapter
5. CDIV-2 Injection Valve
6. Gauge Hanger

The Caledyne Retrievable Bridge Plug (CRBP) 
is a product, which provides new levels of integrity 
and ease of retrieval in the area of well plugging. 
The patented metal expanding seal is the core of the 
design, giving a large performance envelope across 
a wide range of environments. By using this seal, 
the CRBP becomes a complete metal barrier, i.e. 
it does not use an elastomeric packing element to 
form the seal against the tubing.
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Key Beneýts

ÅThe CRBP chassis design uses proven design features such 
as caged slips, a body lock ring to lock in setting forces, simple 
body construction to ensure maximum reliability and ease of 
use and an equalising port to facilitate retrieval.

ÅThe simple equalizing assembly, utilising an industry standard 
premium connection has only one potential leak path, 
incorporating a metal-to-metal seal.

ÅThe plug utilises industry standard setting tools, such as the 
BOT E4-20. The only requirement is that the setting tool must 
be capable of imparting sufýcient load to shear off the setting 
adaptor.

Certiýcation 

As per customer requirement, typically ISO 14310 level V3.

Application

ÅWell plugging or temporary abandonment.
ÅGauge hanging
ÅInjection wells in corporation with the Caledyne CDIV-2 
Injection valve		                                                   
ÅScreen hanging




