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Caledyne Balance Pump
The Caledyne Balance Pump is a hydraulically 
actuated reciprocating pump, which may be 
used to remove water from gas producing 
wells. It can also be utilised in low volume oil 
producing applications as a direct replacement 
for rod pumps in deep or deviated wells 
(See FACT-062) The pump is operated by 
two hydraulic lines, one oil ýlled, the other 
water ýlled. At the pump, the differential in 
hydrostatic pressure between the water and 
oil acts to move the internal piston downwards. 
Application of pressure to the oil line drives the 
piston upwards, lifting the water trapped above 
the travelling check and drawing water into the 
lower chamber.

Key Beneýts

Zero tubing wear from rod movement in 
deviated sections.

Can be installed deeper than most standard 
pumps.

Shearable connection to umbilical in event 
that the pump gets stuck during retrieval.

External ýshing neck to facilitate ýshing.

Gas anchor included to eliminate gas 
locking. 

Sand screen to ýlter larger particles from 
intake

Low friction, wear resistant seals with 
excellent þuid compatibility to increase 
pump life

Certiýcation 

Consult your Caledyne representative for  
details on type approvals. 

Application

Low volume gas well dewatering

Low volume oil production (See FACT-062)

Parameter 2.25” Balance Pump
OD 2.25” (57.15mm)
Length 228” (5795mm)
Upper Connection 1.375” External Fishing Neck
Lower Connection N/A
Pressure Rating 5,000psi
Temperature 
Rating

Dependent on Elastomer 
Selection

Max Production Depth Dependent – 12bbls/day 
@ 10,000ft

Technical Information

Contact Caledyne for details on all available sizes and Technical Manuals

Oil LineWater Line

Water

Oil

Travelling 
Ball

Standing 
Ball

Sand 
Screen

Gas 
Anchor

®

Caledyne
Innovation and Integrity by Design




